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a b s t r a c t 
Viscoelastic flow around a cylinder is a model problem representing a wide range of relevant industrial processing 
and biological applications. Reducing the cylinder to microscopic dimensions conveniently enables the problem 
to be examined in the absence of inertia. Recently, we have developed glass microfluidic geometries containing 
long and slender, yet rigidly fixed, microfluidic cylinders, which present a low blockage ratio 𝛽 = 2 𝑟 ∕ 𝑊 = 0 . 1 , 
where 𝑟 = 20 𝜇m is the cylinder radius and 𝑊 = 400 𝜇m is the channel width. Using a shear-banding viscoelastic 
wormlike micellar (WLM) solution, we showed how the flow around such a cylinder could destabilize beyond 
a critical Weissenberg number ( 𝑊 𝑖 = 𝜆𝑈∕ 𝑟, where 𝜆 is a characteristic time of the fluid and U is the average 
flow velocity), resulting in the asymmetric division of the fluid around either side of the cylinder [Haward et al, 
Soft Matter 15 :1927]. In the present work we investigate this flow instability in greater detail using a range of 
polymer solutions formulated from hydrolyzed poly(acrylamide) (HPAA) dissolved at different concentrations in 
deionized water. The test fluids present a range of shear-thinning responses under steady shear, and also a wide 
variety of characteristic times. At low HPAA concentrations, the flow around the cylinder remains essentially 
symmetric for all Wi , but as the concentration increases, so does the maximum degree of the flow asymmetry 
observed with increasing Wi . Interestingly, at intermediate concentrations, the flow can resymmetrize at very high 
Wi . We understand these effects by considering simultaneously both the degree of shear-thinning of the fluid and 
the imposed Wi , and our analysis shows that both strong shear-thinning and high elasticity are required for the 
formation of strongly asymmetric flows. Our results represent the first report of this highly asymmetric flow 
state in polymer solutions, showing that it is a general phenomenon and not only specific to WLM. Our analysis 
provides a clear insight into the origins of this unusual flow state and may also be relevant to understanding 
other instances of asymmetries arising in shear-thinning viscoelastic flows. 
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0. Introduction 
A circular cylinder is arguably the most fundamental model for a
eneric obstacle in a flow, also representing aspects of flows around
articles, droplets and bubbles, and can therefore provide insight into a
ide range of non-Newtonian flow phenomena [1,2] . Accordingly, the
iscoelastic flow around cylinders is a well-studied problem both ex-
erimentally [3–10] and computationally [9,11–13] , and is considered
s one of the benchmark viscoelastic flows. Reducing the size of the
ylinder to the microfluidic scale allows the problem to be examined
n the absence of confounding inertial effects (i.e. Reynolds numbers
e ≪ 1) while also permitting access to regimes of much higher
lasticity (Weissenberg numbers Wi ≫ 1) than possible in traditional
acroscale systems [14–25] . Studying the viscoelastic flow around mi-
roscopic cylinders has relevance to a few specific problems including∗ Corresponding author. 
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377-0257/© 2020 The Authors. Published by Elsevier B.V. This is an open access arnderstanding biolocomotion of ciliated or flagellated organisms in
ucosal fluids [26] , and coating of fibres and fibrous materials with
esins or polymeric cladding. 
Recently, we developed microfluidic cylinder geometries fabricated
rom fused silica glass by the technique of selective laser induced etch-
ng (SLE) [27–29] . In contrast to microfluidic geometries typically fabri-
ated by soft lithography, SLE permits the fabrication of microchannels
ontaining extremely long and slender cylinders, that remain essentially
igid due to the high modulus of the glass material, see Fig. 1 . The de-
ice shown consists of a rectangular channel with height 𝐻 = 2 mm,
idth 𝑊 = 0 . 4 mm containing a cylinder of radius 𝑟 = 20 𝜇m that spans
he full height of the channel. Compared with most microfluidic geome-
ries, the channel has a much higher aspect ratio 𝛼 = 𝐻∕ 𝑊 = 5 , which
e have shown provides a good approximation to two-dimensional (2D)
ow along the length of the cylinder [28] . The blockage of the channelFebruary 2020 
ticle under the CC BY license. ( http://creativecommons.org/licenses/by/4.0/ ) 
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Fig. 1. Illustrations of the microfluidic device containing a single slender cir- 
cular cylinder. (a) A schematic drawing of the device indicating the important 
characteristic dimensions (channel width W , height H and cylinder diameter 
2 r ), the flow direction at imposed volumetric flow rate Q , and the coordinate 
system with origin at the geometric centre of the cylinder. (b) A photograph of a 
microchannel, and (c) a magnified view of the region around the microcylinder 
obtained by removing one side-wall of the channel. The channel dimensions are 
𝑊 = 0 . 4 mm and 𝐻 = 2 mm and 𝑟 = 20 𝜇m. The total length of the channel be- 
tween the inlet and the outlet is 𝐿 = 27 mm and the cylinder is located 13.5 mm 
downstream of the inlet. 
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Fig. 2. Streamline plots determined from micro-particle image velocimetry 
measurements made for flow around a slender microfluidic cylinder, illustrat- 
ing (a) symmetric flow of a Newtonian fluid at low Reynolds number, 𝑅𝑒 < 10 −3 , 
and (b) a strongly asymmetric flow of a shear-banding viscoelastic wormlike mi- 
celle solution at low Reynolds number, 𝑅𝑒 < 10 −6 , but high Weissenberg number 
Wi ≈ 180. 
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ey the presence of the cylinder is also relatively minor (blockage ratio
= 2 𝑟 ∕ 𝑊 = 0 . 1 ) compared with most experimental microfluidic flow
eometries (typically 𝛽 ≳ 0.5, e.g. [16,19,21] ). In contrast to most high
microscale (and some macroscale) experiments in which high Wi re-
ult in instabilities occurring upstream of the cylinder [9,16,18,19,21] ,
e have shown that the lower degree of confinement has a significant
mpact on the non-Newtonian fluid dynamics. A low value of 𝛽 reduces
he importance of the squeezing flow between the cylinder and the side
alls, which allows the strongly-deforming extensional flow at the lead-
ng and trailing stagnation points of the cylinder to play a more dom-
nant role and leads to more interesting dynamics downstream of the
ylinder [28,29] . 
So far, our investigations utilizing these novel microfluidic geome-
ries have involved the steady flow of essentially constant viscosity
iscoelastic polystyrene solutions [28] , and also the flow of intensely
hear-thinning (in fact shear-banding, [30,31] ) viscoelastic wormlike
icellar (WLM) solutions [29] . One of the most intriguing observations
e have made involves the formation of a steady flow asymmetry in
he WLM solution. Above a critical value of the Weissenberg number
i c ≈ 60, the flow bifurcated to an asymmetric state in which the fluid
assed preferentially around one side of the cylinder (as illustrated in
ig. 2 ). By contrast, in a constant viscosity polymer solution, although
e observed extremely long elastic wakes extending up to ≈ 300
ylinder radii downstream of the cylinder, the flow field remainedssentially laterally symmetric for all Wi , with only relatively weak
ending of streamlines near the upstream stagnation point at the highest
i tested [28] . We speculated that generation of this flow asymmetry
n the WLM solution required a combination of micelle deformation
hence enhanced elongational stress) in the wake downstream of the
ylinder, and shear-thinning between the cylinder and the channel side
alls, although other possiblilities are that entanglement effects and/or
hear-banding may also be important. We note that Dey et al reported
imilar asymmetric flow patterns for flows of WLMs around a millimetre
cale cylinder also at a low blockage ratio, 𝛽 = 0 . 024 [32] . They used
 strongly shear-thinning fluid with a high zero-shear-rate viscosity
0 ≈ 200 Pa s and a long relaxation time 𝜆 ≈ 30 s, which allowed high
eissenberg numbers to be reached with negligible inertia, even though
he lengthscale was relatively large. However, in that case the cylinder
ad significant flexibility and under flow deflected laterally from its
quilibrium position, offering a ready explanation for the asymmetry. By
ontrast, in our experimental setup the cylinder remains firmly located
n the central axis of the channel. In fact, in the experiments of Dey et al,
t is likely that it was the onset of fluid flow asymmetry that drove the
ylinder off-axis via the viscoelastic fluid-structure interaction [32–34] .
In this work, we employ the same glass microfluidic cylinder ge-
metry as used in our previous studies (see Fig. 1 ) to perform a sys-
ematic study of the steady flow asymmetry illustrated by Fig. 2 b. We
ormulate and rheologically characterize a range of semi-dilute entan-
led polymer solutions composed of the industrially important poly-
lectrolyte hydrolyzed poly(acrylamide). The range of fluid rheological
roperties allows us to decouple and understand the effects of shear-
hinning and fluid elasticity. Our results constitute the first report of
uch asymmetric flow patterns of polymer solutions around cylinders,
onfirming that this phenomenon is not particular to some aspect of
LM rheology (such as shear-banding or fast-breaking relaxation mech-
nisms), but is a more general phenomenon likely common to a range
f shear-thinning viscoelastic fluids. The analysis of our results lends
trong support to our earlier speculative hypothesis regarding the insta-
ility mechanism based on an interaction between elasticity in the wake
nd shear-thinning around the sides of the cylinder. The mechanism we
ropose may be relevant to understanding flow asymmetries in other
undamental flow geometries (like T-junctions, X-junctions and contrac-
ions) when both shear-thinning and elasticity are important, and may
e insightful for understanding why viscoelastic fluids select preferred
aths through complex tortuous geometries such as porous media for
xample (e.g. [35,36] ). 
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Table 1 
Parameters extracted from the shear and extensional rheometry performed on 
the shear-thinning solutions of HPAA in deionized water at 25 ∘C. 
c 𝜂0 𝜂∞ ?̇?
∗ n a 𝜆
[ppm] [Pa s] [mPa s] [s −1 ] [ms] 
50 0.09 1.4 0.073 0.40 1.83 8 
100 0.21 1.8 0.068 0.38 1.53 32 
200 0.68 2.0 0.025 0.38 1.54 78 
300 1.33 2.2 0.017 0.37 1.45 140 
500 3.67 3.0 0.011 0.33 1.39 245 
1000 12.5 5.0 0.011 0.25 1.05 380 
3000 61.6 9.0 0.010 0.21 0.78 930 
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Fig. 3. Rheological characterization of the HPAA-based polymeric test solu- 
tions carried out in steady shear at 25 ∘C using an Anton-Paar MCR 502 stress- 
controlled rheometer fitted with a stainless steel double-gap geometry. (a) Stress 
𝜎 and (b) viscosity 𝜂 as function of the imposed shear rate ?̇?. The experimental 
data points are fitted with a Carreau-Yasuda GNF model (see main text), shown 
by the correspondingly-coloured solid lines. The insert in (b) shows the zero 
shear viscosity 𝜂0 obtained from the Carreau-Yasuda model fit divided by the 
solvent viscosity 𝜂s , plotted as a function of the polymer concentration. The slope 
of 1.5 indicates that the fluids are in the semi-dilute entangled regime. The diag- 
onal dashed line in (b) indicates the minimum sensitivity of the measurement, 
based on 10 × the minimum torque sensitivity of the rheometer (0.1 𝜇N m). 
(c) The “shear-thinning parameter ” S (see main text for description) as a func- 
tion of the imposed shear rate, computed from the Carreau-Yasuda fits to the 
steady shear rheology. The open symbols mark the value of S at the minimum 
characteristic shear rate accessed in the cylinder channel flow experiments. 
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𝑆  . Materials and methods 
.1. Microfluidic device 
The microfluidic cylinder device employed in the experiments is the
ame as that used in our prior studies and described in detail therein
28,29] . The device was fabricated by SLE in fused silica glass us-
ng a commercial “LightFab ” three-dimensional (3D) printer (LightFab
mbH, Germany) [27,37,38] . The schematic diagram in Fig. 1 a indi-
ates the Cartesian coordinate system employed, with origin at the cen-
re of the cylinder, the flow direction and the labelling of the princi-
al dimensions. Photographs of similar devices to the one used in the
xperiments are shown in Fig. 1 b,c. Note that, for purely illustrative
urposes, the device shown in Fig. 1 c has had one of the channel side
alls removed to allow the acquisition of a high quality oblique angle
hotograph of the cylinder inside the channel. 
.2. Test fluids 
The viscoelastic test solutions are composed of a high molecular
eight ( 𝑀 𝑤 = 18 MDa), commercial sample of partially hydrolyzed
oly(acrylamide) (HPAA, Polysciences Inc.), with a degree of hydrol-
sis between 30 and 40%. The polymer is dissolved in deionized (DI)
ater over a range of concentrations 50 ≤ c ≤ 3000 ppm (by weight).
ince HPAA is a polyelectrolyte, the molecule is expected to be highly
xpanded in DI water due to the dissociation of the charges on the hy-
rolzed groups. The viscosities of the fluids have been measured at 25 ∘C
n steady shear using an Anton-Paar MCR 502 stress-controlled rheome-
er fitted with a stainless steel double-gap geometry. The results are pre-
ented in terms of both stress 𝜎 versus shear rate ?̇? ( Fig. 3 a) and viscosity
versus ?̇? ( Fig. 3 b). The fluids are all shear-thinning with flow curves
hat are well-described by the Carreau–Yasuda generalized Newtonian
uid (GNF) model (shown in the plots by the correspondingly-coloured
olid lines): 
= 𝜂∞ + 
𝜂0 − 𝜂∞
[1 + ( ̇𝛾∕ ̇𝛾∗ ) 𝑎 ] (1− 𝑛 )∕ 𝑎 
, (1)
here 𝜂∞ is the infinite-shear-rate viscosity, 𝜂0 is the zero-shear-rate vis-
osity, ?̇?∗ is the characteristic shear rate for the onset of shear-thinning,
 is the “power-law exponent ” in the shear-thinning region and a is a
imensionless fitting parameter that controls the rate of the transition
etween the constant viscosity and the shear-thinning regions. Values
or all of these parameters are provided in Table 1 . The log-log plot in-
erted in Fig. 3 b shows 𝜂0 / 𝜂s as a function of the HPAA concentration,
here 𝜂𝑠 = 0 . 89 mPa s is the viscosity of the solvent (DI water) at 25 ∘C.
he slope is close to 3/2, which is indicative of the semi-dilute entangled
egime for polyelectrolytes in the absence of added counterions [39] . 
For the purposes of later experimental data analysis we also define
ere a “shear-thinning parameter ” S , which quantifies the importance
f shear-thinning in entangled systems [40,41] : 
 ≡ 1 − 
𝜂𝑐 
𝜂( ̇𝛾) 
, (2)here 𝜂𝑐 ≡ 𝑑 𝜎∕ 𝑑 ̇𝛾 is the tangent viscosity (or “consistency ”) [42] , and
( ̇𝛾) ≡ 𝜎∕ ̇𝛾 is the shear rate-dependent viscosity shown in Fig. 3 b.
utting the expressions for 𝜂c and 𝜂( ̇𝛾) into Eq. (2) , S can be expressed
lternatively as [41] : 
 = 1 − 𝑑 ln 𝜎
𝑑 ln ?̇?
, (3)
S.J. Haward, C.C. Hopkins and A.Q. Shen Journal of Non-Newtonian Fluid Mechanics 278 (2020) 104250 
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Fig. 4. Characterization of the extensional response of the polymeric test flu- 
ids at 25 ∘C using a capillary-breakup extensional rheometer (CaBER 1, Thermo 
Haake). (a) Normalized filament diameter D / D 0 as a funtion of time, from which 
the extensional relaxation time 𝜆 can be determined within the exponentially- 
decaying elasto-capillary thinning regime. (b) Extensional viscosity 𝜂E , and (c) 
Trouton ratio 𝑇 𝑟 = 𝜂𝐸 ∕ 𝜂0 as a function of the accumulated Hencky strain 𝜀 H . 
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p  hich is simply 1 minus the slope of the stress versus shear rate plot in
ig. 3 a, and is easily evaluated from the experimental flow curve data. If
 fluid behaves in a pseudo-Newtonian way, such that there is no shear-
hinning, then 𝑑 ln 𝜎∕ 𝑑 ln ?̇? = 1 and 𝑆 = 0 . For a general shear-thinning
uid, 0 < 𝑑 ln 𝜎∕ 𝑑 ln ?̇? < 1 and S attains a positive value 0 < S < 1. For a
hear-banding fluid such as a WLM solution exhibiting a stress plateau
here 𝜂 ∼ 1∕ ̇𝛾 and 𝜂𝑐 = 0 , S can attain its maximum value of unity. 
In Fig. 3 c, we show S versus ?̇? , evaluated using the Carreau–Yasuda
ts to the experimental flow curves. We observe that S is close to zero
t low shear rates (i.e. the fluid is only weakly shear-thinning) and in-
reases to a maximum at some intermediate shear rate as the consistency
ecreases. At higher shear rates, S decreases again as the high shear rate
lateau in viscosity is approached. In general, the curves are all of simi-
ar shape, but S becomes increasingly large over a wider range of shear
ates as the HPAA concentration increases. 
The relaxation times ( 𝜆) of the fluids at 25 ∘C were determined in a
niaxial extensional flow by measuring the diameter as a function of
ime ( D ( t )) of the liquid bridge generated in a capillary thinning exten-
ional rheology device (Haake CaBER 1, Thermo Scientific) [43,44] , see
ig. 4 a. The CaBER device was fitted with plates of diameter 𝐷 0 = 6 mm,
he initial gap between the plates was 1 mm, and the plates were sepa-
ated to a final gap of 6 mm by linear displacement at a rate of 0.1 m s −1 .
ll of the test fluids display clear “elastocapillary ” behaviour where
 / D 0 decays exponentially in time, and from which the relaxation time
an be determined from a fit of the form: 𝐷( 𝑡 )∕ 𝐷 0 ∼ exp [− 𝑡 ∕3 𝜆] . The
alues of 𝜆 thus determined are provided in Table 1 . Within the elas-
ocapillary thinning regime, the CaBER measurement can also be used
o estimate the extensional viscosity of the fluid: 𝜂𝐸 ≈ − 𝛾∕( 𝑑 𝐷( 𝑡 )∕ 𝑑 𝑡 ) ,
here 𝛾 = 72 . 0 mN m −1 is the surface tension of the DI water solvent
t 25 ∘C. We used a pendant drop tensiometer (Attension Theta, Biolin
cientific) to confirm that there was negligible difference between the
urface tension of the HPAA solutions and the solvent. The extensional
iscosity is plotted as a function of the accumulated Hencky strain:
 𝐻 = 2 ln ( 𝐷 0 ∕ 𝐷( 𝑡 )) in Fig. 4 b. Clearly, all of the test fluids show strain-
ardening, with an extensional viscosity that increases mildly with the
encky strain. It is perhaps more instructive to consider the Trouton ra-
io of the fluid, which (since the flow in the CaBER device is essentially
hear free) we define 𝑇 𝑟 = 𝜂𝐸 ∕ 𝜂0 , see Fig. 4 b. Interestingly, the most
oncentrated HPAA solution (3000 ppm) displays the lowest Trouton
atio, which appears to plateau to a value of Tr ≈ 10 at high 𝜀 H . The
routon ratio progressively increases as the HPAA concentration is de-
reased, saturating at the highest dilutions, for which values of Tr ≈ 100
re approached at the highest Hencky strains. Accordingly, it is clear
hat these fluids show a significant non-Newtonian elastic response in
niaxial extensional flow; the Trouton ratio expected for a Newtonian
uid subjected to uniaxial extensional deformation is 𝑇 𝑟 = 3 . 
.3. Flow control and dimensionless numbers 
The test fluids are driven through the microfluidic cylinder device
t precisely controlled volumetric flow rates Q using two neMESYS low
ressure syringe pumps (Cetoni, GmbH) with 29:1 gear ratios. One of
he pumps is used to infuse fluid into the device while the second pump
ithdraws fluid at an equal and opposite rate from the downstream out-
et. The pumps are fitted with Hamilton Gastight syringes of appropriate
olumes such that the specified “pulsation free ” dosing rate is always ex-
eeded even at the lowest imposed Q . Connections between the syringes
nd the microfluidic devices are made using flexible silicone tubing. 
The Reynolds number is used to describe the relative strength of
nertial to viscous forces in the flow, and is defined using the lengthscale
radius r ) associated with the microfluidic cylinder: 
𝑒 = 𝜌𝑈𝑟 
𝜂0 
, (4)
here 𝑈 = 𝑄 ∕ 𝑊 𝐻 is the average flow velocity in the microchannel and
= 997 kg m −3 is the fluid density (assumed to be equal to the DI wa-
er solvent). We use the zero-shear-rate viscosity 𝜂0 as a representativealue in the denominator of Eq. (4) since the cylinder is located on the
hannel centerline where the shear rate is zero. In the experiments to
e described in the following, the Reynolds number does not exceed a
alue of Re ≈ 0.05, even for the most dilute and low viscosity fluid at
he highest imposed flow rate. Hence, inertial effects in the flows to be
iscussed can be ignored. 
We use a characteristic Weissenberg number to describe the relative
trength of elastic to viscous forces in the polymeric flow around the
ylinders: 
 𝑖 = 𝜆𝑈 
𝑟 
, (5)
here U / r is a characteristic deformation rate for the flow, defined by
he nominal velocity gradient in the cylinder wake. For Wi ≲ 1, we ex-
ect polymer molecules to relax faster than they are being deformed and
S.J. Haward, C.C. Hopkins and A.Q. Shen Journal of Non-Newtonian Fluid Mechanics 278 (2020) 104250 
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i  n essentially Newtonian-like response of the fluid. For Wi ≳ 1, polymer
olecules will be deformed in the velocity gradient leading to the gen-
ration of additional elastic stresses in the wake that can modify the
ow field (see e.g. Ref. [28] ). 
The elasticity number describes the relative strength of elastic to
nertial forces in the polymeric flow: 
𝑙 = 𝑊 𝑖 
𝑅𝑒 
= 𝜆𝜂
𝜌𝑟 2 
. (6)
For the polymer solutions employed here, the elasticity number
aries in the range 10 3 ≲ El ≲ 10 8 , clearly indicating that (for Wi ≳ 1)
hese will be elasticity-dominated flows. 
The importance of shear-thinning in the microfluidic cylinder ge-
metry is quantified using Eq. (3) evaluated at a nominal value of
he wall shear rate in the gap between the cylinder and the channel
ide wall, ?̇?𝑤,𝑔𝑎𝑝 . The width of each gap is 𝑊 𝑔𝑎𝑝 = 0 . 5 𝑊 (1 − 𝛽) , and
ased on equal division of the fluid between the gaps, the average
ow velocity in each gap will be 𝑈 𝑔𝑎𝑝 = 𝑈∕(1 − 𝛽) . Assuming fully-
eveloped 2D Poiseuille flow, the nominal wall shear rate in the gap
s thus ?̇?𝑤,𝑔𝑎𝑝 = 6 𝑈 𝑔𝑎𝑝 ∕ 𝑊 𝑔𝑎𝑝 = 6 𝑈∕0 . 5 𝑊 (1 − 𝛽) 2 , which can be reduced
o ?̇?𝑤,𝑔𝑎𝑝 ≈ 6 𝑈∕0 . 5 𝑊 since 𝛽 is small. Note that for information, and to
id later discussion, the minimum value of ?̇?𝑤,𝑔𝑎𝑝 accessed for each fluid
n the cylinder channel experiments is marked by the open symbols in-
luded on the plot of S versus ?̇? shown in Fig. 3 c. 
.3.1. Microparticle image velocimetry 
The flow of the HPAA solutions around the microfluidic circu-
ar cylinder is quantified using a volume illumination 𝜇-PIV system
TSI Inc., MN). For these experiments, the test fluids are seeded with
 low concentration ( c p ≈ 0.02 wt%) of 2 μm diameter fluorescent
racer particles (PS-FluoRed-Particles, Microparticles GmbH) with ex-
itation/emission wavelength 530/ 607 nm. The 𝑧 = 0 plane of the flow
eometry is brought into focus on an inverted microscope (Nikon Eclipse
 i ) with a 5 × , NA = 0 . 15 numerical aperture Nikon PlanFluor objective
ens. The corresponding measurement depth over which microparticles
ontribute to the determination of the velocity field is 𝛿m ≈ 125 𝜇m (or
H /16) [45] . Particle fluorescence is induced by excitation with a dual-
ulsed Nd:YLF laser (wavelength of 527 nm, time separation between
ulses Δt ) and a high speed imaging sensor (Phantom MIRO) operating
n frame-straddling mode captures pairs of particle images in synchrony
ith the laser pulses. At each flow rate examined, the time Δt is set
o that the average displacement of particles between the two images in
ach pair is ≈ 4 pixels. Since in the present experiments we only examine
teady flows, 50 image pairs are processed using an ensemble average
ross-correlation PIV algorithm (TSI Insight 4G). A recursive Nyquist
riterion is employed with a final interrogation area of 16 × 16 pixels to
nhance the spatial resolution and obtain 2D velocity vectors 𝑣 = ( 𝑢, 𝑣 )
paced on a square grid of 12.8 × 12.8 𝜇m. Further image analysis, gen-
ration of contour plots and streamline traces is performed using the
oftware Tecplot Focus (Tecplot Inc., WA). 
. Results and discussion 
In this section, we proceed to examine the flow of the polymeric
est solutions around the single microscopic cylinder contained inside
he flow channel. Representative flow fields measured for a few of the
PAA solutions are shown for a range of Wi and S values in Fig. 5 . The
uoted values of S are obtained by evaluating Eq. (3) at the nominal
all shear rate in the gaps between the cylinder and the side walls,
s described in Section 2.3 . At the lowest concentrations of HPAA, i.e.
0 ppm and 100 ppm ( Fig. 5 a), the flow remains essentially laterally
ymmetric about 𝑦 = 0 , with fluid passing above and below the cylin-
er almost equally at all Wi . However, as Wi increases, we observe the
evelopment of an increasingly long downstream wake where the fluid
aintains a low velocity on the channel centerline even many cylin-
er radii downstream. This is associated with the elastic response of theuid due to the stretching and orientation of polymer molecules in the
elocity gradient downstream of the trailing stagnation point, result-
ng in high elastic stresses and a localized increase in the extensional
iscosity (i.e. strain-hardening) [11,28] . 
At intermediate concentrations of HPAA (e.g. 200 ppm, Fig. 5 b), the
ow field appears laterally symmetric at the lowest 𝑊 𝑖 = 0 . 41 , but ex-
ibits a clear asymmetry at certain intermediate Wi values, where fluid
ay pass preferentially either above or below the cylinder. Interestingly,
he lateral symmetry is completely regained as the Weissenberg number
ecomes higher, even though the fluid exhibits a strong elastic response
o the streamwise velocity gradient in the wake. A qualitatively simi-
ar sequence of behaviour is also observed at higher intermediate HPAA
oncentrations (e.g. 500 ppm, Fig. 5 c), although in this case the asym-
etry around the cylinder continues to intensify as Wi is increased to
igher values, and we only observe a partial resymmetrization at the
ighest imposed Wi values. 
At the highest HPAA concentrations tested, e.g. 1000 ppm ( Fig. 5 d),
gain the flow appears quite symmetric at the lowest imposed 𝑊 𝑖 =
 . 79 . With increasing Wi , a weak elastic downstream wake develops
 𝑊 𝑖 = 3 . 96 ) before the flow becomes strongly and dramatically asym-
etric at higher Wi . In this case the asymmetry remains intense up to
he highest Weissenberg numbers tested. 
The asymmetric flow patterns presented in Fig. 5 d at the higher
alues of Wi are of strikingly similar form to those presented in ear-
ier works with wormlike micellar solutions around rigid [29] and de-
ormable [32] circular cylinders. However, this is the first report of
uch asymmetries arising in solutions of linear polymers. This obser-
ation therefore immediately discounts any special property of WLM
uids (e.g. a stress-plateau in the flow curve, or the ability of micelles
o restructure under flow) as causing the instability. 
The degree of lateral asymmetry in the flow around the cylinder
s quantified using the same asymmetry parameter employed in our
revious work with WLM solutions [29] : 
 = 
|𝑢 1 − 𝑢 2 |
( 𝑢 1 + 𝑢 2 ) 
, (7)
here u 1 and u 2 are the streamwise fluid velocities measured at the mid-
oints between the cylinder and the top and bottom side walls, respec-
ively. By this measure of asymmetry, 𝐼 = 0 implies perfectly symmetric
ow, while 𝐼 = 1 implies that all of the fluid passes on just one side of
he cylinder. 
The asymmetry parameter I is shown as a function of Wi in Fig. 6 .
s described qualitatively above, Fig. 6 shows that for the lowest HPAA
oncentrations the degree of asymmetry remains low I ≲ 0.1 for all
i . As the HPAA concentration is increased in an intermediate range
00 ≤ c ≤ 500 ppm, the asymmetry passes through a peak as the Weis-
enberg number is initially increased, but then tends back down towards
 value of zero for very high Wi . At the highest HPAA concentrations
ested, the flow becomes asymmetric as the Wi is increased and remains
ighly asymmetric even at the highest Wi achieved. By plotting the
ame data with Wi on a logarithmic scale ( Fig. 6 b) some interesting ad-
itional features are apparent. It is clear that the maximum value of the
symmetry parameter 𝐼 max increases with the polymer concentration.
lso (as a general trend) the critical Weissenberg number Wi c for the
nset of asymmetry increases with the polymer concentration, as does
he Weissenberg number above which the flow begins to resymmetrize.
ome of these observations seem quite intuitive, for instance the
xistence of a critical value of Wi for the onset of asymmetry (which is
i c ~ 1 for the lower concentration fluids that exhibit an increase in I ),
uggests that the asymmetry is related to elasticity. Also, the increasing
alue of 𝐼 max with increasing polymer concentration seems logical.
owever, certain observations are perhaps more surprising, for instance
hy does the value of Wi c increase with polymer concentration? Also,
f the asymmetry is an elastic effect, why in some cases does the flow
ecover symmetry as the Weissenberg number, hence elasticity, is
ncreased? Typically, for flows at high Wi and low Re, an increasing Wi
S.J. Haward, C.C. Hopkins and A.Q. Shen Journal of Non-Newtonian Fluid Mechanics 278 (2020) 104250 
Fig. 5. Flow fields measured around the cylinder with HPAA solutions at various concentrations and over a range of imposed Wi indicated in the images. (a) 100 ppm 
HPAA, (b) 300 ppm HPAA, (c) 500 ppm HPAA, (d) 1000 ppm HPAA. The colour contours indicate the normalized velocity magnitude, |𝑣 |∕ 𝑈, while superimposed 
streamlines indicate the direction of fluid motion. In all cases, the Reynolds number is Re < 0.01. 
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Fig. 6. Asymmetry parameter I (see text) as a function of the imposed Weis- 
senberg number, shown on (a) linear-linear, and (b) linear-log axes. The insert 
plot in (b) shows a test for hysteresis using the most concentrated (3000 ppm) 
HPAA solution, confirming that the symmetric-asymmetric transition is not hys- 
teretic. 
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Fig. 7. Asymmetry I as a function of the shear-thinning parameter S . 
Fig. 8. Asymmetry parameter I as a function of S and the imposed Weissenberg 
number, Wi . The colored lines represent the trajectories of the various test fluids 
through the three-dimensional space. The continuous surface is formed by fitting 
the trajectories of the fluids with the product of two sigmoidal functions (see text 
for details). (For interpretation of the references to color in this figure legend, 
the reader is referred to the web version of this article.) 
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1  eads to increasing nonlinearity, often resulting in time-dependent or
ven chaotic-like (elastically turbulent) states (e.g. [17,46,47] ). 
As a side note, the inserted plot on Fig. 6 b shows the result of a
est for hysteresis in the transition to asymmetry carried out using the
ost concentrated 3000 ppm HPAA solution. For this experiment, the
eissenberg number was quasistatically varied following a stepwise tri-
ngular profile from an initial value of 𝑊 𝑖 𝑖 = 1 . 94 (below the transition)
p to a maximum value of 𝑊 𝑖 𝑚 = 48 . 4 (above the transition) and back to
 final value 𝑊 𝑖 𝑓 = 𝑊 𝑖 𝑖 = 1 . 94 . The stepwise increments were each of
 𝑖 = 1 . 94 and each step was maintained for 45 s in order that a steady
tate was achieved. We consider that if the transition was related to
olymer entanglements then we should see hysteresis in the resulting
lot of I versus Wi since once an asymmetry has arisen, there would
e an additional force present due to entanglements pulling the fluid
o one side of the cylinder. Since there is clearly no hysteresis evident
n the transition for the 3000 ppm HPAA solution (the most entangled
hat we studied), we believe this discounts forces that arise due to in-
ermolecular entanglements as playing a significant role in driving this
nstability. 
Following our intuition that shear-thinning plays a prominent role
n causing the asymmetric flows we observe around the cylinder, in
ig. 7 we consider how the asymmetry I depends on the shear-thinning
arameter S . As discussed above, in the microfluidic cylinder geometry
e evaluate S at the average wall shear rate in the gaps between the
ylinder and the channel side walls, see Section 2.3 . The minimum
alues of these shear rates closely coincide to the peak value of S for
ach fluid, as shown by the open symbols plotted in Fig. 3 c. Hence,
n Fig. 7 , as the flow rate (or Wi ) is increased, S progresses from
ight to left of the plot (i.e. from high to low values). In our view,here is limited information to be gained from Fig. 7 when viewed
n isolation. Perhaps two worthwhile observations to mention at this
tage are (1) that flow asymmetries develop at high values of S ≳ 0.5,
2) resymmetrization of the flow field appears to occur as S becomes
ower, although there is clearly some fluid dependence as to the value
f S when resymmetrization commences and is complete. 
We believe that only by considering both shear-thinning and elas-
icity simultaneously, can the transitions between symmetric and asym-
etric flow fields be understood properly. In Fig. 8 , we plot the tra-
ectories of the test fluids through a three-dimensional 𝑊 𝑖 − 𝑆 − 𝐼
tate space. The trajectories of the test fluids (shown by the coloured
ines) are seen to form a surface that can be fitted reasonably well with
 simple function composed of two sigmoidal growth curves: 𝐼 = (1 −
xp [−( 𝑎𝑊 𝑖 ) 𝑏 ])(1 − exp [−( 𝑐𝑆) 𝑑 ]) , where the fitting parameters 𝑎 = 0 . 035
nd 𝑏 = 0 . 56 determine the onset and rate of growth of I along the Wi -
irection, and 𝑐 = 2 . 4 and 𝑑 = 5 . 4 determine the onset and rate of growth
f I along the S -direction. This surface naturally tends to a value of 𝐼 = 0
s Wi → 0 or S → 0 and to a value of 𝐼 = 1 when both Wi and S become
arge. 
By studying the plots in Fig. 8 carefully, it becomes obvious why,
or example the flow remains symmetric at lower HPAA concentrations.
y following the trajectories of the black and red lines (50 ppm and
00 ppm HPAA, respectively), it is clear that at lower flow rates,
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 lthough shear-thinning is strong, the Weissenberg number is neg-
igible. But, as the flow rate increases and Wi becomes appreciable,
he shear-thinning decreases sharply and becomes negligible. On the
ontrary, for the highest concentrations of HPAA (e.g. 1000 ppm and
000 ppm – magenta and gold lines, respectively), S remains high as the
eissenberg number also becomes large, and under these conditions
trong flow asymmetries develop. At intermediate HPAA concentrations
e.g. 300 ppm, blue line), a regime can exist where the combination
f shear-thinning and elasticity is sufficient to drive a flow asymmetry.
ut, as the flow rate is increased, the shear-thinning becomes weak,
nd the flow can recover symmetry even though elastic effects become
ncreasingly strong. Clearly the generation of highly asymmetric flows
equires both strong shear-thinning and high elasticity. 
These results and analyses lend support to our earlier ideas regard-
ng the mechanism for this instability [29] . First, an elastic wake down-
tream of the cylinder must be generated, so that a Weissenberg number
i ≳ 1 is a requirement. We assume that the flow asymmetry is initiated
y a small lateral fluctuation of the elastic wake, due to some form of
andom noise in the system. A fluctuation of the wake to one side of the
ylinder will cause an increase in the flow resistance to that side, pre-
enting fluid from passing that side of the obstacle (like partially closing
 valve). By continuity, the flow rate must therefore increase on the op-
osite side of the cylinder. This imbalance in flow rate on either side of
he cylinder means there is also an imbalance in the shear rate, and if
he fluid is shear-thinning, an imbalance in the viscosity. Low flow rate
high viscosity while high flow rate ⇒ low viscosity, and the disparity
n viscosity therefore serves to support the induced asymmetry, keep-
ng the valve partially closed. Thus, it is possible for the asymmetry of
he elastic downstream wake and the imbalance in shear rate around the
ides of the cylinder to maintain each other in a self-sustaining feedback
ycle. 
The mechanism described above implies a few interesting scenarios.
rom a fluid rheological perspective, shear-thinning, but inelastic fluids
ith Wi ≡ 0 for all S would not be expected to display flow asymme-
ries. Interestingly, for any shear-thinning fluid with 0 < S < 1, the shear
tress around the cylinder should always decrease if the flow becomes
symmetric, which by itself suggests a rationalization for the asymmetry
ased on energy minimization considerations. However, we have con-
ucted preliminary experiments with strongly shear-thinning but almost
nelastic xanthan gum solutions and we were unable to drive the flow
o become asymmetric, further supporting our proposal that the combi-
ation of shear-thinning and elasticity is required. Conversely, elastic,
ut constant viscosity fluids (like Boger fluids) with S ≡ 0 for all Wi
ould also not show flow asymmetries (our earlier work with dilute
olystyrene solutions extending up to Wi > 60 already does support this
28] ). From a geometrical standpoint, if the cylinder was truely uncon-
ned (or the channel side walls were sufficiently far apart that the gap
all shear rate was always on the low shear rate plateau) an asymme-
ry would again not be expected (unfortunately, simple estimates show
hat this is a difficult scenario to test from a device fabrication point of
iew). At the other geometric extreme, if the cylinder confinement was
ade very high, it could be possible for the gap wall shear rate to be at
he high shear rate plateau for all imposed Wi . However, at the neces-
ary high blockage ratios, the extensional flow of fluid being squeezed
hrough the gaps becomes important, leading to different instabilities
pstream of the cylinder, as shown in several earlier microfluidic (and
acroscale) studies (e.g. [9,16,19,21] ). As a final point, we should men-
ion that we see no reason for the instability we report here to be re-
tricted to microscale geometries. Provided the relevant combination of
eometric and fluid flow regimes are met then this asymmetry should be
resent for any lengthscale (as hinted at by the results of Dey et al. for
ows of WLM’s around milimeter-sized cylinders [32] ). However, for an
queous-based shear-thinning polymer solution with a short relaxation
ime, such conditions are most readily met at the microscale. 
One experimental observation that is not clearly explained by
he proposed instability mechanism is the progressive increase in theritical Weissenberg number Wi c for the onset of asymmetry with
ncreasing polymer concentration (see Fig. 6 b). This may be explained
y a shear-thinning in the relaxation time (see e.g., [48] ). However,
nother possiblity that fits with our hypothesis could be the decrease
n Trouton ratio with increasing polymer concentration (as shown in
ig. 4 c) and consequently a relatively weaker strain-hardening in the
ake of the cylinder as Wi is increased. 
. Conclusions 
In this study we have examined the flow of a range of semidilute
ntangled polymer solutions with different shear-thinning characteris-
ics and relaxation times past a microfluidic cylinder with low block-
ge ratio. Our intention was to shed light on the mechanism underly-
ng an unusual asymmetric flow state previously observed in the flow
f a particular shear-banding wormlike micellar solution through the
ame microfluidic device. The fact that we observe a very similar flow
tate forming in many of the polymer solutions we examined immedi-
tely confirms that such bifurcations are not due to some peculiarity
f WLMs (like shear-banding or the ability to reform after breakage),
nd shows that this is a more general phenomenon, likely common to a
ange of complex fluids. Our data analysis, carried out in terms of quan-
ifying the fluid elasticity in the wake of the cylinder and the degree
f shear-thinning at the sides of the cylinder, strongly suggests that a
ombination of both elasticity and shear-thinning are necessary for the
eneration of the asymmetry. We suggest that an initial random lateral
uctuation of the elastic wake downstream of the cylinder causes an ini-
ial small imbalance in the flow rate (hence shear rate) either side of the
ylinder. The resulting imbalance in viscosity due to the shear-thinning
hen leads to the asymmetry becoming self-sustaining. 
We think that such a mechanism could help explain why com-
lex fluids can select preferential paths through complex geometries
e.g. porous media models like cylinder arrays) and may also be help-
ul for understanding other instances of flow asymmetries arising in
hear-thinning elastic liquids. 
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